Laminate Flooring Herringbone Installation Guide

General

This herringbone laminate floor comprises of 2 types of panel one profiled “Left” and
the other “Right”, keep these panels separate for ease of installation.

Herringbone laminate flooring can be installed in herringbone or “Square on Square”
formation.

To achieve the best results and get the most out of your warranty it is essential that
you follow the instructions closely.

Herringbone laminate flooring is not suitable for use in damp areas such as
bathrooms, toilets and utility rooms.

Check all floor planks in each pack before starting the installation. Defective planks
such as ones with chips or faulty click joins must never be used and need to reported
straight away. Once used, we shall not be liable for swapping the pieces afterwards.

Always check the planks in daylight, never in the evening or in artificial light.

Preparation

Herringbone Laminate flooring must be acclimatised onsite and in its original
packaging for at least 24 hours prior to installation. In winter, this should be extended
by a further 24 hours prior to installation. Never open packs until the day of
installation. Flooring should be installed when conditions are between 18— 22°C with
a relative humidity no more than 60%.

Subfloor

The subfloor must be clean before installation. It also needs to be level and stable.
Any unevenness greater than 2mm per running meter must be levelled out as it will
be likely to cause issues such as creaking or gaps in the flooring.

When installing over concrete;

e The moisture content of the concrete must be less than 2.0% (CM method).
Newly poured screed must be given at least one week to dry for every
centimeter of thickness up to 4cm.

e 2 weeks drying time should be added to the above for every centimeter of
“Slab” thickness between 4cm and 6¢cm.

e 4 weeks drying time should be added to the above for every centimeter of
“Slab” thickness over 6cm.

e Slabs of 8cm require 16 weeks to dry.



Correct placement and Installation

Room humidity can vary according to season, so it is vital that the floor is able to
expand and contract. The floor may expand up to 4mm per meter.

The larger the surface area, the larger the expansion required. The floor has to be
able to expand or contract in ANY direction.

To allow this, the expansion gap at walls needs to be at least 12-15mm. This gap
must remain open and will eventually be covered with a skirting or profile.

Larger surface areas require a wider gap. With lengths over 8 meters an expansion
gap is required. Remember that the floor may move.
Provide expansion gaps under doors etc wherever possible.

1.1 Installing Square on Square
Always work in blocks of 6 panels. Install a full number of blocks along the longest
side of the room.

Standing with your back to the wall, work from left to right. Begin the first block with
RIGHT planks and install them.

Now install the second block with LEFT planks diagonal to the first block, clicked in
such a way that the long and short groove are in front of you.

Move everything away from the wall so that you can sit on or behind the panels (Fig
above)

Continue in this way until you are unable to install another complete block. Align the
planks regularly with a tapping block. Make sure that the planks are firmly clicked
together. Now measure distances a and b (Fig below)
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Ideally, you should move the row so that the distance is the same on both sides.
Remove a row on the left if need be, or begin with a sawn panel. Now measure
distance.

Try to find a symmetrical balance or the best compromise and place the necessary
expansion blocks. The pieces against wall B are pulled together using a pulling-bar or
tapped together.

Now install the first block of the second row. Continue to install the row up to wall



B. Now install the following rows. Make sure that the planks are clicked together
firmly. (As below)

(11 The pieces in the final row can be tapped together with the
pulling-bar if need be. Do not forget the expansion gap.

1.2 Installing Herringbone

Install one row of panels along the longest wall of the room in a herringbone pattern
as shown in (figure below). Install this row so that the tips of the planks are the same
distance from the wall.
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Leave enough space for the expansion gap. ldeally a and b should be the same.
Draw a starting line along wall.

When installing the floor, you always use first a left then a right plank. Lay a tapping
block against the planks during installation. That ensures that they are always in line.
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If need be, move the whole row towards wall A or wall B to achieve the best result.

Finally, make sure that the row is set against wall C, with expansion blocks in place.

6.2.2 Subsequent rows

Now install a row of left planks. Begin at wall A and move in the direction of wall

B. Always angle the long sides and tap the short sides together gently with the

tapping block.

Then install a row of right planks, beginning by wall B and moving in the direction of
wall A



2) Under doorframes

When sawing the planks ensure that the expansion gap after installation is at least
10mm. If you are unable to angle the plank, use a crowbar or tapping block and
hammer to tap the planks together. (Figure 8)

3) Finishing

You can walk on your floor as soon as it’s installed.

« Remove all spacers

- Place the skirting. Never attach the skirting directly to the floor or the floor will not
be able to expand and contract properly under the skirting. (Figure 9)

- In places where profiles and skirting cannot be placed, fill expansion gaps with
elastic paste.

4) Precautions

- Use felt pads to protect furniture and chair legs.

- Use doormats to avoid bringing in dirt, water and sand.

« Use office chairs with soft castors, suitable for laminate flooring. Change any
existing castors or lay a good plastic mat under the office chair. Check whether the
castors can revolve FREELY. Castors under furniture (sofas for example) must be
soft too and sufficiently large. Place plastic protective caps with felt underside if
needed.

Water Resistance
This laminate flooring is water resistant up to 48 hours. All liquids should be clean
off as soon as possible. This laminate flooring is not waterproof.



Laminate Flooring Warranty Information

Warranty Period

This laminate flooring is covered by a 20 year warranty for light commercial use and
a 30 year warranty for residential use from the date of purchase.

Warranty Scope

1. Quality problems that arise under normal usage conditions, such as cracking,
deformation, delamination, etc.

2. Surface issues like fading and uneven wear resulting from the inherent quality of the
product.

Non-Warranty Scope

1. Floor damage caused by human factors, abnormal use (such as scratches by sharp
objects, impacts by heavy objects, water immersion, etc.).

2. Problems caused by unauthorised self-repair, modification or improper installation.
3. Issues arising from force majeure factors (such as natural disasters, fires, etc.).

4. Normal wear and tear that occurs over time and is not considered a defect in the
product's quality.

Warranty Procedure
In the event of a quality issue covered by the warranty, the customer should;
1. Contact the manufacturer or the designated after-sales service provider promptly.

2. Provide the purchase invoice, warranty document, and detailed description of the
problem.

3. Follow the instructions of the after-sales service personnel for further processing.

The manufacturer reserves the right to interpret and modify this warranty document.



